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Théâtre Capitol Theatre 

 
 

811 Main, Moncton, NB, E1C 1G1 
Main number 856-4377 / Fax 856-4385 

  

CONTACTS 
TECHNICAL DEPARTMENT 
Eric Haché, Technical Director 
(506) 856-4360 / Fax (506) 389-5958 / eric@capitol.nb.ca  
 
RENTALS 
Julie Pallot / 856-4377 / julie@capitol.nb.ca  
 
MAINTENANCE 
Pennee Landry  / 383-6207 / pennee@capitol.nb.ca  
 
TICKETING 
Christal Senecal / 383-6260 / christal@capitol.nb.ca  
 
OPERATIONS MANAGER 
Yolaine Robichaud / 383-6261 / yolaine@capitol.nb.ca  
 
ACCOUNTING 
Brenda Boyd / 383-6262 / brenda@capitol.nb.ca  
 
COMMUNICATIONS AND MARKETING 
Geneviève Maltais / 383-6711 / communications@capitol.nb.ca  
 
GENERAL MANAGER 
Marc Chouinard / 859-2664 / marc@capitol.nb.ca  
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WHERE 
 

 
GPS data (loading dock): N 46 05.326' W 064 46.780' 

 

LOADING DOCK  
(for Mainstage and Empress) 

 

 
 
Loading dock at 2 feet high (0.63M) located upstage left, opens on Capitol parking at the back of the building. 
Parking for one tractor and trailer. 
 
PARKING FOR TRUCKS 
One (1) trailer can stay at the loading dock and one (1) bus can park near the loading dock. 
Must advise theatre if more than one trailer and one bus are coming with the tour. 
 
PARKING 
The backstage parking is a City paying parking lot not operated by the theatre. 
 
SHORE POWER FOR BUS 
60 amp shore power available upon request. 
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TECHNICAL SERVICES 
MANDATORY CREWS 
Mainstage 

- 1 sound tech 
- 1 light tech 
- 1 backstage security 

 
Empress 

- 1 sound tech 
- 1 light tech 

 
Lobby (press conference) 

- 1 sound tech 
 
Sound and light equipment rental is included in the rental price. 
 
There is a fee to use the following equipment: 

- Grand Piano – $100 per day plus $100 for tuning 
- Mainstage projector – $200 per day includes the use of screen or cyclorama 
- Conference projectors and Empress projector – $100 per day includes the use of 6’ x 8’ screen 
- Screen – $50 per day if you don’t use the projector 
- Follow spot – $50 per follow spot per day, plus operator 
- Smoke machine – $50 per day 
- Batteries $1.50 for 9 volts, $1 for AA or AAA 

 
Crew rate (minimum of 4-hour call and time and a half after 8 hours in a day of work) 

- Sound tech – $22/hour 
- Light tech – $22/hour 
- Technical director on duty (backstage security) – $20/hour 
- Technical director and crew chief – $35/hour 
- Rigger – $35/hour 
- Other specialize staff: Follow spot, Fly operator – $20/hour 
- Wardrobe assistant – $25/hour 
- Stagehand / loader – $18/hour 
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THE HOUSE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MAINSTAGE House 
Seating capacity 782 
400 Orchestra seats and 382 Balcony seats 
 
OTHER INFO 
House dimension (taken in the centre of the room) 
 

Orchestra 
From house curtain to backwall 67’2” 
Width 63’9” 
Height under balcony 16’8” 
Floor to ceiling 39’6” 
Backwall to pit edge 57’9” 
Floor inclination 4.9 degrees (8.57%) 
From main rag floor to balcony rail 30’7” 
 
Balcony 
Width 64’5” 
Floor to ceiling at the rail 22’2” 
Backwall to balcony railing 47’4” 
Floor inclination 32 degrees (62.49%) 
From house curtain floor to back of last row of balcony 79’10” 
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THE STAGE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
MAINSTAGE 
Maximum height 20’0’’ – Maximum width 29’9’’ – Maximum depth 29’10”  
 
OTHER INFO 
MAINSTAGE Stage dimensions 

Total width 56’ 
From centre line to SR wall 25’0’’ 
From centre line to SL wall 31’0’’ 
 
Total depth (excluding pit) 29’10’’ 
From house curtains to back wall 26’6’’ 
From house curtains to orchestra pit 7’6’’ 
From house curtains to apron 3’3’’ 
 
Height from stage floor to grid 39’6’’ 
Clearance under fly gallery right 21’9’’ 
Clearance under fly gallery left 21’10’’ 
 
Wing space, stage right 
Width 10’0’’ Length 27’0’’ 
Wing space, stage left 
Width 16’6’’ Length 27’0’’ 

 
MAINSTAGE Stage floor 
Wooden stage floor covered with masonite, ¼ inch black 
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FLY SYSTEM AND RIGGING 
Counterweight system on rope operated from SL fly gallery 
Number of set – 30 Length 38’0’’ 
Maximum load capacity – 1000 pounds per pipe 
The fly system has to be operated by a qualified Capitol Theatre employee 
 
Line 
set         Plantation 
mètres pieds équipe Description   
meters feet set #    

  0'-0" 0 Zetex Fusible Fire    Rideau pare-feu 
  0'-8" 1 Show Fire Curtain    Rideau maison (pare-feu) 
  1'-4" 2 House curtain (red velvet)   Rideau maison (velour rouge) 
  2'-0" 3 Empty    Vide 
  2'-8" 4 1st Electric (16 circuits)   Poste électrique #1 (16 circuits) 
  4'-0" 5 Empty   Vide 
  4'-8" 6 1st Boarder    Frise #1 
  5'-4" 7 1st Legs   Pendrillon #1 
  6'-8" 8 Screen (12 X 16)   Vide 
  7'-4" 9 Empty   Écran 
  8'-0" 10 Screen (13 X 21)   Vide 
  8'-8" 11 Empty    Vide 
  9'-4" 12 2nd Boarder    Frise #2 
  10'-0" 13 2nd Legs   Pendrillon #2 
  11'-4" 14 2nd Electric (10 circuits)   Poste électrique #2 (10 circuits) 
  12'-8" 15 LX 2.5   Vide 

  13'-4" 16 3rd boarder   
Rideau noir à la grecque à demi 
scène 

  14-0" 17 Mid-Stage Traveler (black)   Frise #3 
  14'-8" 18 3rd Legs   Pendrillon #3 
  16'-0" 19 Empty    Vide 
  16'-8" 20 Empty    Vide 
  18'-0" 21 4th Boarder    Frise #4 
  18'-8" 22 4th Legs   Pendrillon #4 
  20'-0" 23 Empty    Vide 
  20'-8" 24 3rd Electric    Poste électrique #3 (?? circuits) 
  22'-0" 25 5th Legs   Pendrillon #5 
  22'-8" 26 LX4 Palco and movers   Vide 
  24'-0" 27 5th Boarder   Vide 
  24'-8" 28 Cyc Lights    Frise #5 
  25' 4' 29 Traveler (black)    Rideau noir à la grecque 
  26' 0" 30 Cyclorama (25' Height / Hauteur -35' Width / Largeur) 
  26' 8"         

 
RIGGING 
Any rigging work has to be done by a qualified Capitol Theatre employee. 
 
RIGGING POINT FOR TOURING COMPANIES’ SOUND SYSTEM 
(Newly installed January 2010) 
2 front rigging points of 2000-pound capacity each, located in front of the proscenium on each side about 3 feet 
from the side. 
4 back rigging points of 500-pound capacity each; 2 each side of the stage at the back of the proscenium 
The front rigging points are centered with the 2 points on each side. 
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THE PIT 
MAINSTAGE Orchestra pit 
Dimensions of pit (half-circle shape) 
Centre opening 7’3” 
Stage right opening 4’10” 
Stage left opening 4’10” 
Width 23’7” 
The pit is at 15” from the Mainstage floor and 37“ from the orchestra floor. 
It can be opened but requires 3 techs for 8 hours to open and close the pit. Must be planned in advance. 
Depth (when opened) 2’, 3’ or 4’6” 

 

STAGE DRESSING 
MAINSTAGE Stage masking 
HOUSE CURTAIN 
Red Velvet Manually operated from SL 
Fly type (up and down) 
 
STAGE CURTAINS 
Black Velvet 
5 sets of legs 
Width 5’0’’ Length 22’0’’ 
 
4 boarders 
Length 35’0’’ Height 5’0’’ 
 
Upstage traveler 
Width 36’0’’ Height 22’0’’ 
 
Mid-stage traveler 
Width 36’0’’ Height 22’0’’ 
 
Cyclorama 
Plastic, off-white 
Height 22’0’’ Width 32’0’ 
Must stay on pipe 30 (not removable) 
 
Scrim (available upon request) 
1 black 
Height 22’0’’ Width 32’0’’ 
 
Mainstage is at 4’4” from the orchestra floor 
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COMMUNICATIONS 
MAINSTAGE Communications 
Clearcom Communication system of 2 channels with fixed stations located in these areas (with headset): 
Lighting booth – Main station, Sound booth, Fly gallery SL, Stage left, Stage right, Follow spots (2), Techroom, 
Technical director’s office. 
2 mobile stations (wireless) 
 

ELECTRICITY 
MAINSTAGE Electricity 
For Touring companies 
400 amps, Cam lock, 3 phases, upstage SR (lighting) 30 feet from centre of backwall. 
200 amps, Cam lock, 3 phases, upstage SR (sound) 36 feet from centre of backwall. 
25-feet cam lock available upon request (5 colors) 
U-ground extension cords available for stage in different lengths. 

 

VIDEO 
MAINSTAGE Video 
Christie DHD700, 6500 lumens 
 
Sony DVP-NS70H DVD player 
HP BD-2000 blu-ray player disk player 
 
12’ X 16’ (normal 4:3) White screen on pipe 9 
13’ X 21’ (wide screen 16:9) White screen on pipe  
 
Controls from the FOH position to projector 
HD (720dpi), RGB (5 cables BNC), VGA, Svideo, video 
Remote wired to projector 
A/B Switcher available 
VGA powered 2-way splitter 
Extra VGA and SVideo cable available upon request. 
Both sides of stage: Svideo, VGA, HD (720) 
 
From projector to house curtain 30’7” 
From projector to screen 36’7” 
From projector to Cyclo 55’3” 
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LIGHTING 
MAINSTAGE Lighting 
Follow spots 
2 Altman satellites 575W HMI – Located mid-balcony against the wall on each side. 
 
Control 
ETC ION with one 20 channal fader 
ETC Insight 3 (spare) 
1 ETC wireless DMX remote 
 
Dimmers 
120 2.4K dimmers 
 
Lighting equipment 
On stage: 
12 – Palco 3 – 18 – 25 degrees 
6 MAC250 Entour 
6 A7 JBLED 
4 Colorforce 72 (cyc light) 
15 LumiLED 700 
36 – ETC Source four (S4) lekos 750W 
21 – 19 degree barrels 
22 – 26 degree barrels 
18 – 36 degree barrels 
16 – 50 degree barrels 
12 – ETC S4 Pars 575W NARROW, MEDIUM AND WIDE LENS 
18 – ETC S4 Pars 750W NARROW, MEDIUM AND WIDE LENS  
18 – ETC S4 Parnels 575W 
12 – ETC S4 Parnels 750W 
4 – Colortran Iris-3 
14 barn doors fit PARs, PARNELs 
 
FOH 1 (balcony rail) 
4 – S4 Lekos 575W 
2 – S4 Lekos 750W 
 
FOH 2 
16 – S4 Lekos 750W 
8 – 19 degree barrels 
12 – 26 degree barrels 
 
Atmosphere smoke machine, located SR 12 feet from floor 
Controlled from FOH 
 
Trees (2 located each side of balcony) 
4 – ETC Source four (S4) lekos 575W 
 
Booms 
6 booms 8 feet high 
 
Gels 
An assortment of Rosco gels are available, also some lee colors. 
 
Focus 
Upright UL-24 Cherry picker – 560 pounds plus operator max of 300 pounds in the bucket. 
Scissor lift – Genie GS-1930

 



Théâtre Capitol Theatre Technical Rider February 2011                                                         

THÉÂTRE CAPITOL THEATRE TECHNICAL DEPARTMENT (506) 856-4360   Page 10 

Capitol Theatre Basic Hang 
Please verify with Technical Director to confirm Basic Hang is installed 
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SOUND 
MAINSTAGE Sound 
Mixing consoles (FOH) 
Yamaha PM5D-RH 
Apogee Big Ben world clock 
Mixing console (monitors) 
Yamaha LS9 32 
2 – 8 channels preamp Yamaha AD8HR 
House speaker system 
One P.A. sound system including: 

4 EAW MK2264 speakers 
2 EAW subs 

One delay sound system including: 
8 EAW JFX-80 speakers (2 front fill, 3 in orchestra and 3 in balcony) 
2 Shure PM4800 processors 
2 Klark-Teknik DN360 stereo equalizer 

 
Snake 
38 Inputs 
Inputs are located on both sides of the stage and are split in the panels. 
12 Outputs (Stage right) 
 
Playback 
Denon DN-D4500 Double CD player 
 
Monitors 
6 monitor mixes including: 
12 EAW passive monitors SM 200 
4 QSC CX-902 Stereo amplifiers 
2 EV passive monitors 
1 Dynaccord S1200 stereo amplifier 
4 Klark-teknik DN360 stereo equalizers 
4 permanent side fills (Mackie SRM450) mounted on german masking pipe 
1 QSC KW181 Active subwoofer (for drummer) 
 
Microphones (for Mainstage and Empress) 
12 Shure Beta 87A 
8 Shure SM 58 
1 Shure SM 48 at FOH for talk balk 
8 Shure SM 57 
2 Shure Beta57 
2 Shure Beta 91 
1 Shure Beta52 with short stand 
4 AKG 451EB 
2 Neumann KM185 
2 Sennheiser e914 
4 Sennheiser MD 509 
2 Sennheiser MD 421 
2 shure Beta98 d/s 
2 ATM 350 
2 Crown PCC 160 
1 Shure SM 55SH Series II 
4 MX200 (choir microphones) 
2 EV polar choice 18 (Podium mic) 
12 JDI MK3 passives DI 
4 JDI active DI 
7 Rapco DB-100 passive DI 
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Wireless system 
8 UHF Shure M1 wireless receivers 
6 pack ULX M1 
4 Beta87 M1 
 
4 VHF Shure wireless receivers 
4 SM58 
4 packs 
 
8 beta 53 headsets 
4 lapel microphones 
4 instrument cables 
 
Microphone stands 
12 tall boom stands (black) 
7 small boom stands (black) 
5 tall boom stands (chrome) 
5 small boom stands (chrome) 
3 straight round base 
6 table round base 
3 tall heavy studio stands (not boom) 
6 short heavy studio stands (not boom) 
 
Sub snake 
9 channels – 50 feet 
11 channels – 50 feet 
20 channels – 50 feet (16 inputs - 4 returns) 
 
XLR 
10, 15, 20 and 25 foot available 
 
Speakon speaker cables 
5, 10, 15, 20 and 25 foot available 
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DRESSING ROOMS AND GREEN ROOM 
 
 
Dressing rooms are divided in two rooms; one large (20 persons) and one star dressing room (2 persons).  
Green room can sit 5 to 10 persons. 
 
Internet 
Wireless internet is available throughout the building. Wireless key available upon request. 
 
Mainstage camera 
There is a fixed camera showing a wide shot of stage. Flat screen TV in green room is showing the picture. Can 
be monitored from stage left, stage right and Empress; to do so we have to install monitors. 
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AVAILABLE UPON REQUEST 
38 music black stands 
20 music stand lights 
1 conductor music stand (CLEAR) 
 
Grand piano 
Yamaha 1988 CF III 9 foot black 
 
Digital piano 
Yamaha P120 (88 weighted keys) with stand and bench 
 
6 single guitar stands 
 
Dance floor 
Black and grey Rosco 
 
Risers 
6 – 4’ X 8’ risers 
2 – 4’ X 4’ risers 
Choice of legs:  
6, 8, 12, 18 and 24 inches 
 
Stools (total 23) 
1 – 18 inches bround round top metal legs 
1 – 18 inches black round top 
3 – 18 inches metal grey folding 
4 – 24 inches metal black folding 
1 – 24 inches black round top 
1 – 28 inches brown round top 
4 – 29 inches black round top 
5 – 30 inches black round top 
1 – 30 inches dark wood square top 
2 – 24 inches black square top 
 
Conference projector 
Dell 2300MP 2300 DPI 
Sharp PG-F312X 
 
Portable screens 
6’ X 8’ screen with draping 
6’ X 8’ screen roll up 
Fixed in balcony lounge 6’ X 8’ 
 
Washer, dryer and steamer available upon request. 
 
Other sound equipment 
4 mackie 450 powered 
Behringer Eurorack MX2004A 
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Lobby 

 
 
The Lobby can be used for press conferences, receptions, launches or cocktails. A sound system is permanently 
installed and the room can be arranged in different configurations. 
 

Balcony Lounge 
 
The Balcony Lounge can be used for meetings. We can fit 20 to 30 people for a meeting. Screen is installed 
permanently. Projector and sound can be installed upon request. 


